
LEGENDMODEL : HYDRA PLATFORM HP-66 A : Tower    B : Parallel    C : Platform    D : Truck    E : Access    F : Paving The authorized procedure to reach the
platform is by proceeding the following way F-D-E-B-A-C

12 192 mm / 40’0’’

12 192 mm / 40’0’’

5 560 mm / 18’2’’

FRONT WEIGHT 4 840 KG / 47 580 lb
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BACK WEIGHT 12 350 KG / 13 440 lb

1 450 mm
4’7’’

1 340 mm
4’4’’

www.jenikgroup.com

Figure 1

Figure 3  (Tower at highest level)
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Figure 2  (Tower at lowest level)
Open scissor
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1 400 lb / 625 kg

Truck width
2 500 mm / 8’2’’

20 117 mm / 66’0’’

7 925 mm / 26’0’’ 12 192 mm / 40’0’’ 1 090 mm
3’6’’
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500 lb / 227 kg
1 400 lb / 635 kg

Truck width
2 500 mm / 8’2’’

Platform width
1 245 mm / 4’1’’

Platform width
1 245 mm / 4’1’’

20 117 mm / 66’0’’

7 925 mm / 26’10’’ 12 912 mm / 40’0’’ 1 090 mm
3’6’’
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Truck width
2 500 mm / 8’2’’
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Truck width
2 500 mm / 8’2’’
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N
S Platform extended length (without tower)

Retracted length
Lateral extended length (over sidewalks)
Vertical extension 
Lower platform width
Total unit length
Total width in operation
Height of the tower
Platform rotation
Platform maximum weight capacity
Total weight of the unit
Erection and extension

UNDER BRIDGE TRUCK ACCESS J-200/66 H
 20 117 mm 66’0’’ ft
 13 100 mm 43’0’’ ft
 2 388 mm 7’8’’ ft
 7 315 mm 24’0’’ ft
 1 245 mm 4’1’’ ft
 12 192 mm 40’0’’ ft
 2 490 mm 8’2’’ ft
 12 192 mm 40’0’’ ft

 081 degrees
 625 kg 1400 lb
 27 896 kg 61 500 lb
 Right or left


